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PERMISOHN

BY

COLESVILLE ROAD IS ASSUMED
TO RUN IN A EAST/WEST DIRECTION.

NOTE: COIL 30 FT OF CABLE IN
EXISTING HANDHOLE ON THE
WEST SIDE OF THE OVERPASS.
(SEE 1/C PLAN FOR MORE DETAIL)

NSTRUCT LON DETA

A. ézggﬁt% HANDHOLE AND COIL 30 FT OF CABLE FOR FUTURE CONNECTION TO SIGNAL

B. DIG DOWN TO FIND EXISTING CONDUIT. CUT EXISTING CONDUIT. INSTALL HANDHOLE
AND COIL 30 FT OF CABLE FOR FUTURE CONNECTION TO SIGNAL CABINET

C. INSTALL 2-4" POLYVINYL CHLORIDE (SCHEDULE 80) ELECTRICAL CONDUITS - SLOTTED
(NOTE: SECOND CONDUIT IN THE SAME SLOT)

D. INSTALL 2-4" POLYVINYL CHLORIDE (SCHEDULE 80) ELECTRICAL CONDUITS -
TRENCHED (NOTE: SECOND CONDUIT IN THE SAME TRENCH)

E£. CAP AND ABANDON CONDUIT

F. USE EXISTING HANDHOLE AND COIL 30 FT OF CABLE FOR FUTURE CONNECTION TO
SiGNAL CABINET

G. USE EXISTING CONDUIT

H. USE 2-4” POLYVINYL CHLORIDE (SCHEDULE 80) ELECTRICAL CONDUITS — SLOTTED
(NOTE: SECOND CONDUIT IN THE SAME SLOT. SEE INTERCONNECT PLAN FOR DETAIL)}
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GENERAL NOTES

1. CONDUIT 1S TO BE INSTALLED PRIOR TO THE INSTALLATION OF THE .
PAVEMENT MARKINGS.

2. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS
ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR.

MATCHLINE (SEE SHEET 5 OF 12)
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(SEE DRAWING 3 OF 4)

B ' o SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO

S CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE
FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN
THE UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR. THE =
CONTRACTOR SHALL NOTIFY 240-777-2101 AT MONTGOMERY COUNTY 72

””””””” T mTm T HOURS PRIOR TO ANY CONSTRUCTION SO THAT THE CONFLICT MAY BE

AR EX. 17 WATER RESOL VED. .
T e =] 3, ALL ‘PROPOSED PAVEMENT MARKINGS (OTHER THAN STOPLINES AND
! T CROSSWALKS) ARE DETAILED ON THE PAVEMENT MARKING PLAN.
1 e SR T .
““““““““““““ g e T e e e e B 4, ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE
e T ey e e e € mm v e s o s o e FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST
- ROADWAY PROFILE GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES

ASSPECIFIED IN MD 816.03., MD 818.01. MD 818.02. MD 818.04.
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT.

5. SEE PLAN SHEETS 11 OF 12 AND 12 OF 12 FOR INTERCONNECT
DETAILS AND QUANTITIES.

6. PROPOSED POLES WILL BE PAINTED BROWN BY OTHERS.

7. GEOMETRICS AND DETECTABLE WARNING SURFACES SHALL BE DONE BY
OTHERS. LOCATIONS OF SIGNAL EQUIPMENT SHALL BE STAKED AND
VERIFIED PRIOR TO INSTALLATION.

8. APS SHALL BE DELIVERED T0 MONTGDMERY COUNTY SIGNAL. SHDP FUR
TESTING AND WIRING PRIOR TO INSTALLATION.
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